
Material:
Working Temperature:
Working Temperature:

Working Pressure (max):
Vacuum:

316L Stainless Steel

-20 ÷ 180

-4 ÷ 356

20

-99
Application  
Conformity:
Conformity:
Conformity:
Conformity: MOCA

RoHS

Pneumatics, Food Industry, Chemical, Medical  
and Pharmaceutical Industry

MX11
Taper Straight, male MX11 3D

CODE  TYPE  DTUBO  D1  D2  D2IN  L1  L1IN  L2  L2IN  CH1  CH2  G  GOZ  WTF  WPP  TVH  
X0010011  MX11 04 18  4  R1/8  9.0  .354  7.5  .295  16.5  .650  10  3  6.3  .222  -4 ÷ 356  290  29"  
X0010012  MX11 04 14  4  R1/4  9.0  .354  11.0  .433  20.5  .807  14  3  16.1  .568  -4 ÷ 356  290  29"  
X0010031  MX11 06 18  6  R1/8  11.7  .461  7.5  .295  21.0  .827  12  4  9.5  .335  -4 ÷ 356  290  29"  
X0010032  MX11 06 14  6  R1/4  12.0  .472  11.0  .433  20.5  .807  14  4  14.3  .504  -4 ÷ 356  290  29"  
X0010041  MX11 08 18  8  R1/8  13.7  .539  7.5  .295  25.0  .984  14  6  13.5  .476  -4 ÷ 356  290  29"  
X0010042  MX11 08 14  8  R1/4  13.7  .539  11.0  .433  23.5  .925  14  6  14.4  .508  -4 ÷ 356  290  29"  
X0010043  MX11 08 38  8  R3/8  13.9  .547  11.5  .453  22.5  .886  17  6  -  -  -4 ÷ 356  290  29"  
X0010052  MX11 10 14  10  R1/4  15.7  .618  11.0  .433  30.5  1.201  16  8  20.3  .716  -4 ÷ 356  290  29"  
X0010053  MX11 10 38  10  R3/8  16.0  .630  11.5  .453  24.0  .945  17  8  21.5  .758  -4 ÷ 356  290  29"  
X0010054  MX11 10 12  10  R1/2  15.7  .618  14.0  .551  27.0  1.063  22  8  -  -  -4 ÷ 356  290  29"  
X0010062  MX11 12 14  12  R1/4  18.7  .736  11.0  .433  32.0  1.260  19  8  -  -  -4 ÷ 356  290  29"  
X0010063  MX11 12 38  12  R3/8  18.7  .736  11.5  .453  27.5  1.083  19  10  25.7  .907  -4 ÷ 356  290  29"  
X0010064  MX11 12 12  12  R1/2  19.0  .748  14.0  .551  27.5  1.083  22  10  42.1  1.485  -4 ÷ 356  290  29"  

Vacuum:
Conformity:

29"

NSF 169

C°

Working Pressure (max):
F°

290

bar
psi
kPa
Hg


